DATASHEET

Puzzle Mat made of rubber granules

LOCK — black-grey

M ERR-TEAM
a

Gummi-Bodenbelige
Rubber-Flooring

Article number
Thickness
Dimensions

Unit

Weight / Unit (kg)
Colour

Material

Tolerances

Installation

Glues (e.g.)

Gluing tape
Surface coating

8PUZ60T98010

10 mm

60 x 60 cm

0,36 m?/ pce.

ca. 4,3 kg / pce.

black-grey

polyurethane bound recycled rubber granules

length and width +/- 2%, thickness +/- 1mm

Gluing the rubber puzzle mats is recommended when high tensile forces can be
transmitted to the floor. Under normal loads, the laying can also be done
loosely. The full-surface bonding should be carried out by a specialist installation
company. Before laying, the mats are stored for approx. 24 hours at room
temperature. Dispersion or PU adhesives are generally suitable (e.g. Forbo,
Henkel, Uzin). PU coatings applied one to three times maximize the color
stability of the colored parts and make cleaning the fitness floor easier.

SIKA (SikaBond T8, T45, T52FC, T54FC, T55), Klebag (Klebapur PU 900), Wakol
(PU 270), Uzin Tyro (UZIN-KR 421), Thomsit K188E,

e.g. D-Tack Extra-Lay

Longer colour intensity, a silk-matt gloss and better cleaning performance can be
achieved by using e.g. RZ Turbo Protect Plus.
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